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1 UPPER_CYL INDER SILICON ALUM. v
2 _|UPPER DIAPHRAGM PLATE| MILD STEEL
3 [LOWER DIAPHRAGM PLATE] MILD STEEL
4| OPERATING DIAPHRAGM RUBBER ‘007' SWITCHBOX (OPTIONAL)
5 LOWER CYL INDER SILICON ALUM.
6 CYLINDER'O" RING NITRIL
7 MASTER SPINDLE STAINLESS STEEL
8 SPINDLE ATTACHMENT |STAINLESS STEEL
9 BONNET CAST IRON The information on this sheet s Privote and Confidential ond is the property
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11 L INE DIAPHRAGM RUBBER Company ond must not be used in any woy detrimental to their interests.
CAST IRON Crone Process Flow Technologies
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12 BODY STAINLESS STEEL Process Flow Technologies S@U[ﬁ]d@ﬁ’s
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EAST STEEL The Sdence Inside
3 LINE D IAPHRAGM RUBBER/PTFE Title
4 HANDWHEEL CAST IRON
5 HANDWHEEL SPINDLE MILD STEEL GENERAL ARRANGEMENT OF ‘A’ TYPE ES56 DOUBLE
6 SPINDLE BUSH MILD STEEL ACTING ACTUATOR (D8200) COMPLETE WITH
7 INDICATOR ROD MILD STEEL OPTIONS FITTED ON UNLINED FLANGED BODY
8 COVER SILICON ALUM.
9 | UPPER SPRING PLATE MILD STEEL
0 GUIDE ROD MILD STEEL Drawn NAW [Date 20.11.13
SEAL ING PLATE MILD STEEL W UNCONTROLLED IN
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2 MOUNT ING BRACKET |[STAINLESS STEEL| 50 305[190[230[610 [576 [379 [170 T
4 7007 SWITCHBOX 6 3131216 [290[620 [586 |390 [170 First Angle DO Drawing No. Issue.
25 LFTING ROD STAINLESS STEEL| 80  [315 [254 [310 622 [588 [392 [230 Projection NOT | A_ES56-UNL INED 1
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